
Lk060

MEDO Air Blower Series
Model LA-60E/LA-80E

For Aerobic Sewage Treatment and Aquaculture Systems

Comparison of Power Consumption
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Reduced by 

25%
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16%

230 V AC, 50 Hz

25% Reduced Power Consumption
Reduced Carbon Footprint (CO2)
Low Noise; Whisper Quiet
Linear-Shuttle Design (no diaphragms)
Unsurpassable Performance and Lifetime
Easy Maintenance
Weatherproof Case IP54
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Model

Power Supply

Rated Frequency

Rated Airflow

Rated Pressure

Power Consumption

Weight

LA-60E

 

 

60 L/min

 

48 W

5.0 kg

LA-80E

 

80 L/min 

72 W

5.3 kg

230 V AC

50 Hz
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[bar]0.250.20.150.1
[psig]3.562.842.131.42

Airflow Characteristics

Specifications

External View and Mounting Dimensions

Discharge Pressure Discharge Pressure
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Power Consumption Characteristics

Rated Pressure(15 kPa)
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[kPa]25201510
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[kPa]25201510

Rated Pressure(15 kPa)

10 - 20 kPa
0.1 - 0.2 bar

1.45 - 2.9 psig

15 kPa
0.15 bar
2.17 psig

Operating Pressure Range
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